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Features

Product Specification

Thames series downlight adopts high quality Brand COB LED

Traditional deep reflector (UGR<19) that provides perfect combination of high 

lighting efficiency.

Comfortable lighting and kumanization design without compromising on light 

performance

Thames series available in 15W, 25W & 35W

Dimmable available with 0-10V/ Dali

Avail other CCT on request

LED Chip   COB LED

Power   25W

Input   220-240VAC

Output   2800lm(2700K)/ 2940lm(4000K)/ 3087lm(5000K)

CCT   2700K(27)/ 4000K(40)/ 5000K(50)

LED Qty   1 COB LED

Driver   Philips/ Tridonic

Photometric Data

CRI   90

Luminous Eficacy  112lm/W

Beam Angle  24°(24)/ 36°(36)/ 60°(60)

Operating Temp.  -20°C~+35°

Technical Data

IP Rating   IP54

Housing   Extruded aluminum

Front Cover  Clear tempered glss

Finishing   White with sand(02)/ Black with sand(04)

   grey with sand(07)

Weight   0.84Kg

Package   12pcs/CTN 

Power Factor  PF>0.9

UGR   UGR<19

Art Number Model
WL221023 25W    220-240VAC 50000hIP54

Order Code Example

Artnumber Finish

WL221022.02.60.27

Beam Angle Color Temp
WL221022 PAW(02) 60°(60) 2700K(27)

143.8

Ø120.4


